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I will coveréé.

ÅBiogas use since 1962
ÅWhy CCC got into biogas vehicle fuelling
ÅSet up grants and the equipment
ÅScrubbing out the CO2 and H2S
ÅScrubbing and compressing issues
ÅVehicle performance issues
ÅFinancial issues
ÅWhy CCC got out of biogas vehicle fuelling
ÅWhat the plant was subsequently used for.



History and why vehicle fuelling

ÅBiogas used in stationary engines

ÅUsed for power generation 

ÅStill had excess gas

ÅNo sizeable industrial takers 

ÅNo strong interest in the CO2 either

ÅPublic concern at flaring excess gas

ÅPetrol prices.



Grants and equipment

ÅCNG grants available

ïFor CNG station development and 

ïFor car conversion kits

ÅEquipment

Compressor, scrubbing tower, water pump, 
moisture traps, storage bank, refuelling 
equipment

Later added a refrigerated dryer



CO2 Scrubber

ÅScrubber performance

ïBetter than 99% methane, < 5ppm H 2S

ïUsed random packed media tower (10m) with 
water spray at 4.2 m 3/hr

ïLevel control at base

ï250mm API line pipe internally coated



Scrubber and Compressing Issues

ÅFinal gas fully saturated 

ÅHydrate formation in small bore pipe

ïResolved with refrigerated drier and methanol 
injection

ÅCorrosion and odour from discharge water

ÅCompressor component corrosion

ïNo copper or brass

ÅSafety ïpressure rather than gas




